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ATTESTATO DEL PRODUTTORE
PROVE DI SICUREZZA SU APPARECCHI ERMETICI (CAMERA STAGNA)

In riferimento al Test Report No. CS21-0073254-01 Attachment LT - 01 emesso da IMQ S.p.a
CERAMPIU s.r.l. ATTESTA CHE | SEGUENTI GENERATORI DI CALORE A BIOMASSA
Stufe a combustibile solido (UNI EN 13240)

Quadra, Quadra 5 corsi, Rondd, Rondo 5 corsi, Atena, Olimpia, Mini, Medium, Nobile, Nobile 5 corsi,
Alpina, Alpina 5 corsi

risultano conformi a FprEN 16510-2-1 Roomheaters fired by solid fuel

LEAKTIGHTNESS SAFETY TEST(S) - SUMMARY TESTS RESULTS
Nominal Reduced
Heat output Heat output
Test Test
Notation Unit Limits result U result U
Recalculated leak tightness (at 10 Pa)
Perdita ricalcolata (a 10 Pa) L, (at 10 pa) m¥h <3 0.2 0.2 i i P
ppm m3/h <2400 97 71 = = P
Recalculated leak tightness (at 10 Pa)
Perdita ricalcolata (a 10 Pa) 5
L, (at10pa) m®/h <3 04 0,2 - - P
ppm m3/h <2400 168 71 = = >

The uncertainty values reported in this data sheet were obtained taking into account all contributions of
uncertainty involved in the measurement, including the repeatability of the test method. Uncertainties
reported have been estimated as expanded uncertainty obtained multiplying the standard uncertainty
by the coverage factor k = 2 corresponding to a confidence level about 95%.
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